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Sentry Latch contents: 

1 - Latch Bracket with Handle` 

1 - Receiver Latch Bracket  

1 - Barrel Nut Pack includes: 

8 - 5/16-18 X 1” Barrel Nuts 

8 - 5/16-18 x 2” Countersunk 
Head Machine screws 

8 - 5/16-18 x 1½” Countersunk 
Head Machine screws 

8 - 5/16-18 x 1” Countersunk 
Head Machine screws 

Tools recommended: 

Drill 

3/8” drill bit 

Marker 

Tape measure 

Screwdriver with # 4 Phillips bit 

Screw gun 

# 4 Phillips bit 

Loctite Thread lock – blue (removable) 

 This latch is designed to be used on double gates. 

 Latch is used for entry of gate from one direction 
only. 

 Use provided hardware to attach latch to gate 
frames. 

 Allow minimum of ¾” to maximum of 2½” between 
gate frames. 

 Latch can be used on gate frames that are 1½” to 
2_5/16” thick. 

 Use a cane bolt with latch on double gates. 
 

1. Determine height of latch location on double 
gate. 

 
2. Positon the latch on gate and mark the hole 

locations to be drilled for fasteners. 
 
 

 
 

Drill 3/8” holes 
for fasteners. 



Sentry Latch 

Installation Instruction 

  For more information visit diggerspecialties.com 02/10/2021 

Barrel nuts are on 
back side of gate. 

Countersunk 
machine screws go 
into front of latch. 

3. Drill eight 3/8” holes through gate frame to 
match holes on latch brackets. These holes will 
need to be drilled through on both sides of 
gate. Be careful to drill straight so holes match 
on both sides of gate. 
 

4. Use appropriate length countersunk head 
machine screws depending on gate thickness. 
Place countersunk head machine screws into 
latch bracket holes and through holes drilled in 
gate. 
 

5. Apply Loctite thread lock to inside threads on 
barrel nuts. 
 

6. Place barrel nuts into back of gate and align 
with countersunk head machine screws in front 
side of latch brackets. 
 

 

 

 

 

 

 

 
 

7. Uses a # 4 Phillips screwdriver to slightly tighten 
barrel nuts onto countersunk head machine 
screws to hold latch in place. 
 

8. Securely tighten all of the barrel nuts onto the 
countersunk head machine screws using a # 4 
Philipps screwdriver and screw gun with a # 4 
Phillips bit. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

¾” to 2½” gap 
between gate 

frames. 

Mark location of holes 
for latch. 

Countersunk machine 
screws installed on front of 
latch. 

Barrel nuts on back 
side of gate. 


